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c. How many parking spaces would the completed project have?  How many 
would the project eliminate? 
This proposal would have no impact on parking. 
 

d. Will the proposal require any new roads or streets, or improvements to 
existing roads or streets, not including driveways?  If so, generally describe 
(indicate whether public or private). 
Yes. Improvements to public roads consist of modifying the horizontal alignment 
of Lebers Lane to accommodate truck movements, and provide additional lane 
width to accommodate off-tracking of large vehicles around curves.  The 
reconfiguration of the intersection of Grover Lane and Lebers Lane is also 
proposed to improve safety at this existing skewed intersection. A left turn lane 
off of Northlake Way and a center acceleration/merge lane for left turns entering 
Northlake Way will be provided to meet sight distance requirements at the 
intersection of Northlake Way and Grover Lane. Stormwater quality and quantity 
controls will be constructed to serve the new access road. 

West of the railroad crossing at the end of Lebers Lane, a private internal access 
road will serve the site.   The access road between the railroad and the Gravel “A” 
site will be expanded to 25 ft and paved to accommodate commercial traffic into 
the site.  Between the Gravel “A” site and the quarries, the access road will be 
private.   This portion of the internal access road will follow the alignment of the 
existing gravel site access road and will not be expanded except to add 
approximately 8 truck turn outs. The total internal road length is 12,500 ft, 
beginning at the Gravel Mine "A" and running to the end of Quarry B, with a 500 ft 
branch to the entrance to Quarry C.   A total of 15 stormwater ponds will serve the 
access road.   

e. Will the project use (or occur in immediate vicinity of) water, rail, or air 
transportation?  If so, generally describe. 
Yes.  The project site is located adjacent to the existing railroad.   The access road 
will also cross the existing railroad.   Railroad crossing improvements including 
structural modifications and crossing signals will be implemented.   A rail spur is 
proposed in an area adjacent to the Gravel “A” site to allow transport of materials 
to and from the site.  Construction and operation of the rail spur would depend on 
economic feasibility and market demand. 
 

f. How many vehicular trips per day would be generated by the completed 
project?  If known, indicate when peak volumes would occur. 
The development would contribute approximately 186 daily (93 entering and 93 
exiting) and 35 PM peak hour trips (15 entering and 20 exiting) to the 
transportation system. A total of 154 (77 enter and 77 exit) of the daily trips are 
expected to be heavy vehicles (trucks).  This impact is below the County’s 
threshold for requiring a traffic impact analysis.  However, due to existing 
geometric deficiencies on the proposed access roadway, a transportation analysis 








